NOTES: (Unless otherwise specified)

1. REMOVE ALL BURRS AND BREAK SHARP EDGES.
2. MASK ALL HOLES PRIOR TO PAINTING.
3. FINISH:
   A. CLEAN, DEGREASE AND SANDBLAST.
   B. PAINT WITH ONE COAT RUSTOLEUM RED PRIMER.
   C. PAINT WITH ONE COAT RUSTOLEUM BLACK ENAMEL.

REVISIONS

<table>
<thead>
<tr>
<th>REV</th>
<th>DESCRIPTION</th>
<th>DRAW</th>
<th>CHECK</th>
<th>APPROVE</th>
<th>DATE</th>
</tr>
</thead>
</table>

SDP # A 7B 4-L1232
BEARING, OIL IMPREGNATED SINTERED BRONZE,
3/8" I.D. X 1/2" O.D. X 3/4" L

STANFORD SYNCHROTRON RADIATION LABORATORY
STANFORD UNIVERSITY
STANFORD, CALIFORNIA

SCALE: 1 : 1 SHEET 1 OF 1

PF 441-199-74 CO
SSRL BEAMLINE 11-1
EXPERIMENTAL HUTCH TABLE
ASSEMBLY, HUTCH TABLE
MOUNT, VERTICAL SPRING

SSRL BL EXP HTCH TBL SPRG MNT